
Die veredelten Plisseefolien verfügen über die hoch-
wertigen Eigenschaften der bekannten OPALFILM® 
Folien.

Als Folienhersteller hat HAVERKAMP ein eigenes Plis-
sierverfahren entwickelt, das den Folien eine besondere 
Flächenstabilität verleiht. Durch die aufeinander folgen-
den Arbeitsgänge der Folienprägung und anschließen-
den Plissierung werden die Folien doppelt veredelt und 
erhalten dadurch ihre Langlebigkeit. Eine gute Durch-
sicht sowie die Blend- und Sonnenschutzeigenschaften 
der OPALFILM® Folien werden weiterhin bewahrt.

Die hochwertige Qualität und Verarbeitung der OPAL-
FILM® Plisseefolien sorgen für eine einfache und pro-
blemlose Montage in nahezu allen gängigen Plisseety-
pen und garantieren ein homogenes Erscheinungsbild 
im montierten Zustand.

Die Plisseefolien werden in verschiedenen Ausführungen 
angeboten, die jeweils unterschiedliche wärmedämmen-
de Eigenschaften sowie unterschiedlichen UV-, Blend- 
und Sichtschutz aufweisen.

Erhältlich sind die veredelten OPALFILM®-Folien in sil-
ber/grau 10R, silber/grau 2R und silber/bronze 10R.

Das Sächsische Textilforschungsinstitut (STFI) an der 
Technischen Universität Chemnitz hat den hohen Stan-
dard des neuen HAVERKAMP-Produktes bestätigt und 
zertifiziert. Die Informationen dieses Datenblattes beruhen auf langjähriger praktischer Er-

fahrung und stützen sich auf den heutigen Stand unserer Kenntnisse und der der-
zeitigen Technik. Der Verarbeiter/Käufer wird nicht davon entbunden, unsere Pro-
dukte auf ihre Eignung für die vorgesehene Anwendung in eigener Verantwortung 
zu prüfen. Darüber hinaus gelten unsere Allgemeinen Geschäftsbedingungen.

Mit Erscheinen einer Neuauflage dieses Merkblattes mit neuem Stand verlieren 
die bisherigen Angaben ihre Gültigkeit. 	
Münster, Mai 2011.   
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The information contained in this data sheet is based on many years of practical experi-
ence and reflects our current status of knowledge and the current state of the technical 
art. This does not release the user/buyer from the duty to test the suitability of our pro-
ducts for the intended use on their own responsibility. Our General Terms and Conditi-
ons of Business also apply.

On the issue of a new or revised version of this data sheet with a 
new publication date, all previous versions will lose their validity.  
Münster, May 2011                                  	 HKP.2-05-2011-2.000-LE

The ennobled Plissee films provide the same high-quality 
properties as the well-known OPALFILM® films.

As a manufacturer of films HAVERKAMP has developed a ple-
ating procedure giving a special surface stability. By means of 
successive production steps of embossing of film and the sub-
sequent pleating the films are ennobled twice and, as a result, 
achieve their durability. The OPALFILM® films maintain full 
transparency as well as blind and sun protection properties.

High-class quality and workmanship of the OPALFILM® Plis-
see films ensure a simple and unproblematic installation to 
almost all kind of Plissees and guarantee a homogenous ap-
pearance in installed condition.

The Plissee films are offered in different versions each showing 
different heat-insulating properties as well as different UV-, 
blind and privacy protection. 

The ennobled OPALFILM® Plissee films are available in silver/
grey 10R, silver/grey 2R and silver/bronze 10R.

Sächsisches Textilforschungsinstitut (STFI) of the Technical 
University Chemnitz has confirmed and certified the high stan-
dard of the new HAVERKAMP product.
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