


The information of this datasheet is based upon longtime practical experience and relies 
on the current state of knowledge and technology. The buyer still has the duty to test our 
products for the fitness for use.

Beyond that our terms and conditions shall apply. With the release of a new datasheet 
the previous data loose their validity. 

Münster, März 2011.	 HKP.2-03.2011-3.000-LE

Film variants
	 outer side either metallised or tinted 
	 extensive range of colours 
	 visibility from inside to outside is preserved 
	 self-tinting screens available as option
	 sound absorption optionally available

silver/bronze

Film colours

silver/grey

silver/black grey/grey

silver/blue silver/green

silver/silver silver/white

Diamant Stabila 
embossing

Embossings

Diamant embossing Plain Stabila embossing

The system consists of the precision winding roller, screen end strip 
and support section of extruded aluminium. Colour finish can be 
selected from the system standards white (RAL 9016, plastic parts 
white) and silver (RAL 9006, plastic parts grey), and optionally from all 
RAL colours (plastic parts predominantly black). All the system parts 
used are made of high-quality UV-and ageing-resistant materials.

System design

Tensioned wires are used as side guides for the screen end strip 
and for winding, as well as to prevent oscillation of the screen.

Side guides

It is driven by a side-pull transmission with roll-off protection by 
a servo clutch to provide an exact continuous positioning of the 
screen in any desired position. Operation is by endless plastic 
ball chain. As an option there is a 24 V tubular motor with secu-
rity clutch. Operation can be done by a variety of Somfy control 
options. The blinds can be driven by single, small group or central 
control. Additionally a push-button or a remote control can be 
chosen. 

Operation

Installation is done by clips to the window frame, wall or ceiling. 
Various wall brackets and supports are available as installation aids.

Installation
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